WLS432
Weigh On The Move
Wheel Loader Scale

SCALE & OIINTROL INNOVATIONS
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SCl is pleased to introduce the WLS432 Weigh On The Move Wheel Loader Scale.

The WLS 432 provides users with an easy to read color graphical 4.3" display and provides the
following features:

« Weigh On The Move Technology for increased productivity.

» 1% or less error based on the static tip load capacity of the wheel loader.

» Designed for all makes models and capacities of articulated wheel loaders.

» *Wireless printer option with 3" printer load ticket

« *Ability to add and select from up to 5 attachments

» Option to setup and print 10 material names on load tickets

» Data logger feature with export to USB stick in .CSV file format

« Market leading IP67 Rated display which is dustproof, waterproof, shockproof and corrosion
proof

» Sealed wiring harness connectors

e .1% failure rate on the scale MADE IN

« Operating Voltage 8-32 Volts DC

» Auto accumulate or manual accumulate modes

» - Button allows users to deduct the last bucket

» C Button clears the accumulated weight value

» Zero Button clears the current load value or allows user to clear sticky residual material weights
from the display

e The WLS432 can show weight values in Lbs, KG, Tons and Metric Tons.

» Users can select the weight graduation in 1, 2, 5, 10, 25, 50, 100, 250 and 500Ib increments.
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The WLS432 Weighing Indicator is IP67 rated digital indicator designed for use on wheel
loaders in temperatures between -22F - 158F degrees.

Operating Voltage is 8-32 Volts DC.

The WLS432 will generally be installed with a hydraulic pressure transducers mounted in the piston
/ ram side and the rod / retract side of the lift circuit cylinder. The hydraulic transducers should be
mounted in an area that is not affected by high pressure cleaning. DO NOT SPRAY HARDWARE
WITH HIGH PRESSURE WASHERS.

1.1. Components
Standard Components
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Additional Specifications:

» Designed to be user installed.

o 7 days a week technical phone support to assist with all installation, calibration & operational
questions.

« 3 year warranty against defects.

» Free shipping in the continental USA.

« 3.5K or 5000 PSI pressure transducers to ensure the best accuracy.

« Scale kit includes 2-pressure transducer's, 2 fitting adapters, display, wiring harness, display
ram bracket, proximity sensor adapter plate with 2 proximity sensors to trigger the load
weighing.

e 99,000 maximum load reading

Toll Free: 888-239-0552. E-mail: sales@scaleandcontrol.com

Web: www.scaleandcontrol.com




